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Introduction

This document is intended to provide an overview of the CFC general arrangement for T deBono.

Revision History

Issue Date By Description

A 21 March 2020 Stella Knorr

Simon Higgins

Initial release

B 08 April 2020 Stella Knorr Addition of this revision table.

The word ‘signal’ added to ‘Alarms and 

UPS signal connection’ description on 

the second last slide.

C 16 April 2020 Tim Spink Instrument depth minor update

D 23 July 2020 Daniel Romeo Updated CAD images and labels
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Centrifuge

Cell, Media/ 

Buffer Bags 

(inputs)

Cell Collection

Bag (output)

Overview

780mm 1460mm

760mm

Note: Dimensions are approximate

926mm

530mm

Note: dynamic loading per foot approx. 75kg
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Features - device

Weigh Module Universal Bag Hangers

Filter and 

Bubble Trap

Holders

Cell Collection 

Tube Sealing 

Guide

Centrifuge Door

Pinch Valves, 

Tube Routing 

HMI Screen Pumps

Rotor

Viewing Window

Cordless Barcode 

Scanner
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Features - device

Air Exhaust 

(HEPA filtered)

Air Intake (through base)

Power Button

External Network

Service Port

Power Socket

Alarm Port

Valve Plate 

Door (open)
Centrifuge Door 

(open)

Strobe lights for viewing 

Rotor chambers

Centrifuge Bowl in 

locked position
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invetechgroup.com linkedin.com/company/invetech twitter.com/invetech
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